SPECIFICATION SHEET

COLORB=AM V1-9W-BR-SERIES

V1-9W BR SERIES - TRIM [ TRIMLESS OPTIONS MODEL CODES / TRIM OPTIONS

This 9W tunable white luminaire has a 95+ CRI light engine

producing 650 lumens. The VI series delivers performance KITS OPEN TRIMKIT  KITS CLOSED TRIM KIT

and beautiful aesthetics. Available in open and closed faceplate V1-9W-11-BR18-40K-20-OP V1-9W-11-BR18-40K-20-CL

options with a trim or trimless. V1-9W-11-BR18-40K-40-OP V1-9W-11-BR18-40K-40-CL
V1-9W-11-BR27-65K-20-0P V1-9W-11-BR27-65K-20-CL
V1-9W-11-BR27-65K-40-0P V1-9W-11-BR27-65K-40-CL

* Trim also available in black matte (Color code 22)
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SPECIFICATIONS

Wattage 9 Watts MODEL CODES / TRIMLESS OPTIONS
Color Temperature 1800K - 4000K 2700K - 6500K

KITS OPEN TRIMLESS  KITS CLOSED TRIMLESS
Beam Angle 20D 40D 20D 40D

V1-9W-11-BR18-40K-20-TL-OP V1-9W-11-BR18-40K-20-TL-CL
Total Lumens 550 Im 650 Im

V1-9W-11-BR18-40K-40-TL-OP V1-9W-11-BR18-40K-40-TL-CL
LED CRI 295Ra V1-9W-11-BR27-65K-20-TL-OP V1-9W-11-BR27-65K-20-TL-CL
Input Voltage 48 Volts, RJ45 V1-GW-11-BR27-65K-40-TL-OP | V1-OW-11-BR27-65K-40-TL-CL
LED coB * Trim also available in black matte (Color code 22)
LM Rating LM-80
Trim Dimensions 5.02" x 5.02" / 127.6mm x 127.6mm
Ceiling Cut-out 45" x 4.5/ 114.3mm x 114.3mm
Certifications cULus E476753, JA8 Title 24
Compatible Decoder DMX-SR-2112 Decoder
Power Supply PS-SR2112-96 - Power Supply 96W
Working Temperature -10C to 40C OPe”(T”;“'eSS

OP.
IP Grade IP20 Standard
Lifespan 50,000 Hours Closed Trimless
(cu)

Warranty 5 Year Limited Warranty

www.colorbeamlighting.com

Colorbeam Lighting Inc. reserves the right to make changes in specifications and/or to discontinue
any product at any time without notice or obligation and will not be liable for any consequences
resulting from the use of this publication.
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COMPATIBLE TRIM [ TRIMLESS

OPEN & CLOSED TRIM OPTIONS

TRIM DIMENSIONS

Open Trim (OP) Closed Trim (CL)
127.6 - 127.6
(5.02") (5.02")

127.6
(5.02")
127.6
(5.02")

TRIM FINISH %

/i | |

Matte White Matte Black i APERTURE TRIM
m 22) = 92" [ 50.8mm 502" x 5.02"
Bg Wzﬁ_" 127.6 X 127.6mm
OPTICS
250"/ 63.49mm — -
20 Degrees 40 Degrees
OPEN & CLOSED TRIMLESS OPTIONS
TRIMLESS DIMENSIONS
: Open Trimless (TL-OP) Closed Trimless (TL-CL)
‘ @) e -
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TRIM FINISH (ﬁl
I '

Matte White Matte Black

o ) TRIMLESS PLATE APERTURE TRIM
Ul 22
8"x 8" 02" 50.8mm 5.02"x5.02"
2032 x203.2mm 127.6 x127.6mm
OPTICS
- -
20 Degrees 40 Degrees
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COLORB=AM V1-9W-BR-SERIES

HOUSING | V1-9W-HSG

Hanger bars can be adjusted from 8.35" to 23.25", to accommodate various joist construction and grid sizes.
Hanger bars include a captive mounting “screw-nail” for easy installation.

*The die-cast aluminum heat sink is painted black.

Housing V1-9W-HSG
Ceiling Cut-out 45" x4.5"/114.3mm x 114.3mm
Ceiling Thickness 1/2"t0 11/2" /12.7mm to 38.1Tmm

OVERALL DIMENSIONS

290. 4

(11.437)

232. 8 Length: 9.17 Inch / 232.8mm
Height: 8.35Inch /212.2mm
Width: 6.33 Inch / 160.8mm

Max: 23.5 Inch / 590.55mm

Adjustable Brackets: |\ .. o 3¢\ oh /212.00mm

COMPATIBLE DECODER
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DMX DECODER

DMX-SR-2112
) @ o COMPATIBLE POWER SUPPLY
POWER SUPPLY
PS-SR2112-96
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PHOTOMETRIC INFORMATION / 20D

COLOR TEMPERATURE / 1800K - 4000K COLOR TEMPERATURE [/ 2700K - 6500K
Luminous Intensity Distribution Curve Luminous Intensity Distribution Curve
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—C0-C180 ——CS0-C270 Unit: cd
Illuminance at a Distance Illuminance at a Distance
Dist{m) Enadir{lx) Dh/Dv_B(m) S_B{sq.m) Eav_B{lx) Dist(m) Enadir({lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(lx)
1.0 1529.48  0.45/0.50 0.2 663.95 1.0 1753.14  0.50/0.50 0.2 753.26
2.0 382.37  0.99/0.99 0.8 165.99 2.0 438.29  0.99/1.01 0.8 188.32
3.0 169.94  1.48/1.49 1.8 73.77 3.0 194.79  1.45/1.51 1.8 83.70
4.0 95.59 1.98/1.99 2.1 41.50 4.0 109.57  1.88/2.01 3.2 47.08
5.0 61.18 2.47/2.48 4.3 26.56 5.0 70.13  2.48/2.52 5.0 30.13
6.0 4245  2.96/2.98 7.0 S 6.0 48.70  2.98/3.02 7.2 20.92
7.0 31.21  3.46/3.48 5.6 13.55 7.0 3578 3.47/3.52 8.7 15.37
8.0 23.50  3.95/3.98 12.5 a7 8.0 27.39  3.97/4.03 127 11.77
9.0 18.88  4.44/4.47 15.8 —_— 9.0 21.64  4.46/4.53 16.1 9.30
Dhy , 10.0 15.29  4.94/4.97 13.5 6.64 Dhy 1 10.0  17.53  4.96/5.03 15.9 7.53

Dv Beam Angle(B): H27.7 V27.8 Field Angle(F): H50.7 V60.8 Dw Beam Angle(B): H27.8 V28.3 Field Angle(F): H61.6 V&2.5
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PHOTOMETRIC INFORMATION / 40D

COLOR TEMPERATURE [ 1800K - 4000K COLOR TEMPERATURE [ 2700K - 6500K

Luminous Intensity Distribution Curve Luminous Intensity Distribution Curve
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Illuminance at a Distance
Illuminance at a Distance
: Dist(m) Enadir(lx) Dh/Dv_B{m)} S _B(sq.m) Eav_B(lx])
Dist{m) Enadir(lx) Dh/Dv_B(m) 5_B(sq.m) Eav_B{lx)
1.0 842.44  0.950/0.89 0.6 331.61
10 75310  0.89/0.50 0.6 295.58
2.0 210.61  1.79/1.79 2.5 82.90
2.0 188.27 1.79/1.80 2.5 73.89
3.0 93.60  2.69/2.68 5.7 36.85
3.0 83.68  2.68/2.70 5.7 32.84
4.0 52.65  3.59/3.58 10.1 20.73
4.0 47.07  3.57/3.61 10.1 18.47
=5 Sl RS & il 5.0 33.70  4.48/4.47 15.8 13.26
6.0 20.92 5.36/5.41 22.8 8.21 T 6.0 23.40 5.38/5.37 22.7 9.21
7.0 15.37  6.25/6.31 31.0 6.03 T \ 7.0 17.19  6.28/6.26 30.9 6.77
8.0 11.77 7.14/7.21 40.5 4.62 \ 8.0 13.16 7.17/7.16 40.4 5.18
2.0 930, 8:03/9.11 =k 265 5.0 10.40  8.07/8.05 51.1 4.09
Dh 10.0 7.53  B.93/9.01 63.3 2.96 :
- Dh, | . 10.0 8.42 8.97/8.95 63.1 3.32

Dv Beam Angle(B): H48.1 V48.5 Field Angle(F): HB2.8 V85.0
Dv Beam Angle{B): H48.2 V48.2 Field Angle(F): HE4.0 VB4.5
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